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P A

oundkind AMPLIFICADOR DE AUDIO

PROFESSIONAL AUDIO

AMPLIFICADOR LIGHT 2X1300W
2 OHM MODO ESTEREO/MONO/PUENTE
( ENTRADA DE BALANCEADA XLR)

ESPECIFICACIONES

RATED POWER (THD=1% CONTINOUS SINE 1KHZ, EACH CHANNEL WORKING SIMULTANEOUSLY):

* 8Q/STEREO: 2X450W
* 4Q/STEREO: 2X765W
* 20/STEREO: 2X1300W
*16Q/BRIDGE: 1X900W
* 8Q/BRIDGE: 1X1530W
* 4Q/BRIDGE: 2X2600W

RMS OUTPUT YOLTAGE (THD=1%, 1KHZ): 60.0V

SLOPE (IKHZ, BYPASS LPF): 50V/US

SENSITIVITY (RATED POWER, 1KHZ): SELECTABLE 35DB, 32DB, 29DB, 26DB

THD+N (10% RATED OUTPUT POWERY): 0.02%

IMD-SMPTE(10% RATED OUTPUT POWER): 0.02%

DIM30 (10% RATED OUTPUT POWERY): 0.02%

CROSSTALK REJECTION (LESS THAN RATED POWER, 20HZ~1KHZ): 290 DB

FREQUENCY RESPONSE (10% RATED OUTPUT POWER, 80, 20HZ): +0.2DB

INPUT IMPEDANCE: 20KQ(BAL) , 10KQ(UNBAL)

DAMPING FACTOR, 80, 20HZ~200HZ): 2300

S/N RATIO (A WEIGHTED, 20HZ ~20KHZ): 2100DB

POWER SUPPLY: 90~260VAC, 50~60 HZ

PROTECTION: UNDER VOLTAGE, DC, OVER TEMPERATURE, LIMITER: OVER TEMPERATURE , OVER LOAD, SHORT.
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P A

oundkind AMPLIFICADOR DE AUDIO

PROFESSIONAL AUDIO

AMPLIFICADOR LIGHT 4X1300W
2 OHM MODO ESTEREO/MONO/PUENTE
( ENTRADA DE BALANCEADA XLR)

ESPECIFICACIONES

RATED POWER (THD=1% CONTINOUS SINE 1KHZ, EACH CHANNEL WORKING SIMULTANEOUSLY):

* 8Q/STEREO: 4X450W
* 4Q/STEREO: 4X765W
* 20/STEREO: 4X1300W
*16Q/BRIDGE: 2X900W
* 8Q/BRIDGE: 2X1530W
* 4Q/BRIDGE: 2X2600W

RMS OUTPUT YOLTAGE (THD=1%, 1KHZ): 60.0V

SLOPE (IKHZ, BYPASS LPF): 50V/US

SENSITIVITY (RATED POWER, 1KHZ): SELECTABLE 35DB, 32DB, 29DB, 26DB

THD+N (10% RATED OUTPUT POWERY): 0.02%

IMD-SMPTE(10% RATED OUTPUT POWER): 0.02%

DIM30 (10% RATED OUTPUT POWERY): 0.02%

CROSSTALK REJECTION (LESS THAN RATED POWER, 20HZ~1KHZ): 290 DB

FREQUENCY RESPONSE (10% RATED OUTPUT POWER, 80, 20HZ): +0.2DB

INPUT IMPEDANCE: 20KQ(BAL) , 10KQ(UNBAL)

DAMPING FACTOR, 80, 20HZ~200HZ): 2300

S/N RATIO (A WEIGHTED, 20HZ ~20KHZ): 2100DB

POWER SUPPLY: 90~260VAC, 50~60 HZ

PROTECTION: UNDER VOLTAGE, DC, OVER TEMPERATURE, LIMITER: OVER TEMPERATURE , OVER LOAD, SHORT.




P A

oundkind AMPLIFICADOR DE AUDIO

PROFESSIONAL AUDIO

AMPLIFICADOR LIGHT DE PODER
2X2870W 20HM ST.

ESPECIFICACIONES:

RATED POWER (THD=1% CONTINOUS SINE 1KHZ, EACH CHANNEL WORKING SIMULTANEOUSLY):

* 80/STEREO: 2X1000W
* 40/STEREO: 2X1700W
* 20/STEREO: 2X2890W
*16Q/BRIDGE: 1X2000W
* 80/BRIDGE: 1X3400W
* 40/BRIDGE: 1X5780W

RMS: 89.4V

SLOPE (IKHZ, BYPASS LPF): 50V/UsS

SENSITIVITY (RATED POWER, 1KHZ): SELECTABLE 41DB, 28DB, 35DB, 32DB

THD+N (10% RATED OUTPUT POWER): 0.01%

IMD-SMPTE(10% RATED OUTPUT POWERY): 0.01%

DIM30 (10% RATED OUTPUT POWER): 0.01%

CROSSTALK REJECTION (LESS THAN RATED POWER, 20HZ~1KHZ): 290 DB

FREQUENCY RESPONSE (10% RATED OUTPUT POWER, 8Q, 20HZ): +0.2DB

INPUT IMPEDANCE: 20KQ(BAL) , 10KQ(UNBAL)

DAMPING FACTOR, 80, 20HZ~200HZ): 2300

S/N RATIO (A WEIGHTED, 20HZ~20KHZ): 2105DB

POWER SUPPLY: 90~260VAC, 50~60 HZ

PROTECTION: UNDER VOLTAGE, DC, OVER TEMPERATURE, LIMITER: OVER TEMPERATURE , OVER LOAD, SHORT.

DIMENSION (WXHXD): 483X44X370MM

NET WEIGHT: 9KG
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P A

oundkind AMPLIFICADOR DE AUDIO

PROFESSIONAL AUDIO

AMPLIFICADOR LIGHT 4X1870W
AGA 5 2 OHM MODO ESTEREO/PARALELO/PUENTE
( ENTRADA DE BALANCEADA XLR)

ESPECIFICACIONES:

RATED POWER (THD=1% CONTINOUS SINE 1KHZ, EACH CHANNEL WORKING SIMULTANEOUSLY):

* 8Q/STEREO: 4X650W

* 4Q/STEREO: 4X1100W
* 20/STEREO: 4X1870W
*16Q/BRIDGE: 2X1300W
* 80/BRIDGE: 2X2200W
* 4Q/BRIDGE: 2X3740W

RMS OUTPUT VOLTAGE (THD=1%. 1KHZ): 72.1V

SLOPE (IKHZ, BYPASS LPF): 50V/UsS

SENSITIVITY (RATED POWER, 1KHZ): OPTIONAL: 38DB, 35DB, 32DB, 29DB

THD+N (10% RATED OUTPUT POWER): 0.01%

IMD-SMPTE(10% RATED OUTPUT POWERY): 0.01%

DIM30 (10% RATED OUTPUT POWER): 0.01%

CROSSTALK REJECTION (LESS THAN RATED POWER, 20HZ~1KHZ): 290 DB

FREQUENCY RESPONSE (10% RATED OUTPUT POWER, 80, 20HZ): £0.2DB

INPUT IMPEDANCE: 20KQ(BAL) , 10KQ(UNBAL)

DAMPING FACTOR, 80, 20HZ~200HZ): 2300

SNR (A WEIGHTED, 20HZ~20KHZ): 2105DB

POWER SUPPLY: 90~260VAC, 50~60 HZ

PROTECTION: UNDER VOLTAGE, DC, OVER TEMPERATURE, LIMITER: OVER TEMPERATURE , OVER LOAD, SHORT.

DIMENSION (WXHXD): 483X44X370MM

NET WEIGHT: 9KG
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P A

oundkind AMPLIFICADOR DE AUDIO

PROFESSIONAL AUDIO

AMPLIFICADOR LIGHT 4X2890W
AG AI 2 OHM MODO ESTEREO/PARALELO/PUENTE
( ENTRADA DE BALANCEADA XLR)

ESPECIFICACIONES:

RATED POWER (THD=1% CONTINOUS SINE 1KHZ, EACH CHANNEL WORKING SIMULTANEOUSLY):

* 80/STEREO: 4X1000W
* 4Q/STEREO: 4X1700W
* 20/STEREO: 4X2890W
*16Q/BRIDGE: 2X2000W
* 80/BRIDGE: 2X3400W
* 40/BRIDGE: 2X5780W

RMS OUTPUT VOLTAGE (THD=1%. 1KHZ): 89.4V

SLOPE (IKHZ, BYPASS LPF): 50V/UsS

SENSITIVITY (RATED POWER, 1KHZ): OPTIONAL: 38DB, 35DB, 32DB, 29DB

THD+N (10% RATED OUTPUT POWER): 0.01%

IMD-SMPTE(10% RATED OUTPUT POWERY): 0.01%

DIM30 (10% RATED OUTPUT POWER): 0.01%

CROSSTALK REJECTION (LESS THAN RATED POWER, 20HZ~1KHZ): 290 DB

FREQUENCY RESPONSE (10% RATED OUTPUT POWER, 80, 20HZ): £0.2DB

INPUT IMPEDANCE: 20KQ(BAL) , 10KQ(UNBAL)

DAMPING FACTOR, 80, 20HZ~200HZ): 2300

SNR (A WEIGHTED, 20HZ~20KHZ): 2105DB

POWER SUPPLY: 90~260VAC, 50~60 HZ

PROTECTION: UNDER VOLTAGE, DC, OVER TEMPERATURE, LIMITER: OVER TEMPERATURE , OVER LOAD, SHORT.

DIMENSION (WXHXD): 483X44X370MM

NET WEIGHT: 9KG

XU PIN 12GND PIN 2eiNe PIN SeiN-




P A

oundkind AMPLIFICADOR DE AUDIO

PROFESSIONAL AUDIO

AMPLIFICADOR LIGHT DE PODER
4X3570W 2 OHM STEREO

ESPECIFICACIONES:

RATED POWER (THD=1% CONTINOUS SINE 1KHZ, EACH CHANNEL WORKING SIMULTANEOUSLY):

* 8Q0/STEREO: 4X1500W
* 4O/STEREO: 4X2550W
* 20/STEREO: 4X3570W
*16Q/BRIDGE: 2X3000W
* 80/BRIDGE: 2X5100W
* 40/BRIDGE: 2X7140W

RMS OUTPUT VOLTAGE (THD=1%, 1KHZ): 109.5V

SLOPE (IKHZ, BYPASS LPF): 50V/UsS

SENSITIVITY (RATED POWER, 1KHZ): SELECTABLE 41DB, 28DB, 35DB, 32DB

THD+N (10% RATED OUTPUT POWER): 0.01%

IMD-SMPTE(10% RATED OUTPUT POWERY): 0.01%

DIM30 (10% RATED OUTPUT POWER): 0.01%

CROSSTALK REJECTION (LESS THAN RATED POWER, 20HZ~1KHZ): 290 DB

FREQUENCY RESPONSE (10% RATED OUTPUT POWER, 80, 20HZ): £0.2DB

INPUT IMPEDANCE: 20KQ(BAL) , 1T0KQ(UNBAL)

DAMPING FACTOR, 80, 20HZ~200HZ): 2300

S/N RATIO (A WEIGHTED, 20HZ~20KHZ): 2105DB

POWER SUPPLY: 90~260VAC, 50~60 HZ

PROTECTION: UNDER VOLTAGE, DC, OVER TEMPERATURE, LIMITER: OVER TEMPERATURE , OVER LOAD, SHORT.

DIMENSION (WXHXD): 483X44X370MM

NET WEIGHT: 9KG
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P A

oundkind AMPLIFICADOR DE AUDIO

PROFESSIONAL AUDIO

A Az AMPLIFICADOR LIGHT
LX4760W 2 OHM

ESPECIFICACIONES:

RATED POWER (THD=1% CONTINOUS SINE 1KHZ, EACH CHANNEL WORKING SIMULTANEOUSLY):

* 80/STEREO: 4X2000W
* 4Q/STEREO: 4X3400W
* 20/STEREO: 4X4760W
*16Q/BRIDGE: 2X4000W
* 80/BRIDGE: 2X6800W
* 40/BRIDGE: 2X9520W

RMS OUTPUT VOLTAGE (THD=1%. 1KHZ): 126.5V

SLOPE (1IKHZ, BYPASS LPF): 50V/UsS

SENSITIVITY (RATED POWER, 1KHZ): OPTIONAL: 41DB, 38DB, 35DB, 32DB

THD+N (10% RATED OUTPUT POWER): 0.01%

IMD-SMPTE(10% RATED OUTPUT POWERY): 0.01%

DIM30 (10% RATED OUTPUT POWER): 0.01%

CROSSTALK REJECTION (LESS THAN RATED POWER, 20HZ~1KHZ): 290 DB

FREQUENCY RESPONSE (10% RATED OUTPUT POWER, 80, 20HZ): £0.2DB

INPUT IMPEDANCE: 20KQ(BAL) , 10KQ(UNBAL)

DAMPING FACTOR, 80, 20HZ~200HZ): 2300

SNR (A WEIGHTED, 20HZ~20KHZ): 2105DB

POWER SUPPLY: 90~260VAC, 50~60 HZ

PROTECTION: UNDER VOLTAGE, DC, OVER TEMPERATURE, LIMITER: OVER TEMPERATURE , OVER LOAD, SHORT.

DIMENSION (WXHXD): 483X44X465MM

NET WEIGHT: 12KG
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